CONDENSERS
‘CONDENSERS

Ref filament bypass
R=f plate bypass
Detector phone
Detector: grid

RESISTORS

Volums control
Grid suppressors
Re=f plate

Detector cathode
Detector grid leak

'TRANSFORMERS

1st a=f primery
1st a~f secondary
2nd a~f primary
2nd a=-f secondary

7000 ohns

7000 ohms

ATWATER KENT MFG. CO.

Model 46 and 53

+3 mfd # 15158

+08 mfd # 15158
«002 mfd # 9598
600025 mfd # 14861

400 ohms # 13604
350 ohms # 8439
3000 ohms # 13369
3000 ohms # 13369
2.0 megs 7 15892

1500 ohms # 14721
1100 ohms # 14722

MODEL 46 and 53

' SPECIAL NOTE. For wiring diagram see Model 43

These parts are in the receiver chassis,

200 volts)

400 volts) La cne con
500 volts

500 volts

flat wire wound
flat wire wound
flat wire wound
green 1 watt

These parts in power pack chassis

CONDENSERS

It is necessary to quote the color code connections of the condene

sers as they emanate from the condenser can,

Black=-groundesWhite= 2, mfde.sGroen yellow= 1.5 mfdessBlue= 1,5 midess
Yollowe 1. mfdess Black and red and black and rede o5 mfdesee

RESISTORS

Detector plate
1st a«f plate
R=f, 1st a=f bias
2nd a«f bias
Filement shunt

{I CHOKES

| Pilter #1 and #2 300 ohms
Speaker field (46) 1700 ohms
Speaker field (53)*  2500. ohms

Speaker field (63)** 1700 ohms

|
|

65,000 ohms # 15592

12,500 ohms # 15941

625 ohms #.14427)

1,000 ohms # 14427)
20 ohms # 9434

# 15629
# 14361
# 15631

1 watt
1 watt

single unit, flat wire wound and
tapged'. N
f£1lat tapped 10~10 ohms

total

*This value in early (53) only.
*+This value in late (53) only.




