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MODEL 70,74,76
Chagsis L=1

ATWATER KENT MFG. CO.

BYPASS CONDENSERSe The letters within the cireles designete the condensers
within the multiple units shown on the chassis layout
«0l mfd 400 volts # 15790

RF Bypass #1 L
v
RF Bypass #2 A
B
RF Bypass #3 D
T

Detector Bypass F

)

Tone Control

o0l mfd 400 volts
ol mfd 400 volts
ol mfd 150 volts
ol mfd 150 volts
el mfd 400 volts
«04 mfd 400 volts
el mfd 400 volts

«0012 mf'd 400 volts
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el mfd
12 mfd

o2 mfd
076 mfd

«00025 mf'd 400 volts
All condonsers rated at 100 volts
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400 volts # 15640
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DiAGraM OF L-1 Caassis.
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These numbers are also shown upin the

o5 mfd connected between terminal (1) and can

Numerals within circles adjacent to filter condensers designate connecte

ions upon condenser can terminal bleck.

FILTER CONDENSERS
chassis layout

Detector filter

Filter #1
Filter #2
Filter #3

ol mfd conneoted between terminal (3) and center stud
2,0 mfd oonnected between terminal (2) and center stud

1.0 mfd connected between terminal (4) and can




