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Wellenbereiche / Wavebands / Gammes
d'ondes/Golfbereik/Banda de frecuencias

515 — 1625 kHz (ke)
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ZF/IF/ MF/ Fl = 460 kHz (ke)

Battery operation:

Static current:
Playing time:

Transistors:

Germanivm diodes:

6V, 4x1.5Y “Mignon” cells in series
(0. 55+ dia., x 1.88/2%)
apprex 7 mA

with 1 set of dry (high performance) cells, more than

200 hours at medium volume
7 with 8 functions
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Specifications
Circuits: 5, incl. 2 variable by tuning capacitor
Wavebands: MW, 515 - 1625 kc
LW, 147 - 265 kc
Antenna: built-in highly sensitive Ferrite antenna
. 460 ke
AVC: reversed, effective on 1st. IF stag

AF 101 self-oscillating additional mixer stage

AF 101 1st. |F stage

AF 101 2nd. IF stage

OC é02 AF pre. amp. stage
OC 602 AF driver stage.
8% gg: :::g } push-pull output stage
2 with 3 functions

QA 174 local station control

QA 174 IF rectification and AVC diode

Volume control:

Speaker:

Earphone connection: for dynamic or magnetic earphones, impedance,
1

Casing:

Casing dimensions: width, 4.90";

Weight:

Iogomhmic, combined with ONJ’OFF switch
_Io[r]w 375 dia., PM speaker. Voice coil impedance,
ohms

0 — 100 ohms
Polystyrol shockproof, practically unbreakable plastic,
finished in ivory/gold or ivory/red
height, 3.22"; depth, 1.49"
less baﬂertes, 15.87 oz.
with batteries 17.98 oz.




